VITHY® Filter                            Professional and Meticulous Filtration Support

Filter Inquiry Form
	Company Name and Department
	

	Material Name
	
	Corrosivity
	Acidic □ Alkaline □ PH    

Chloride content:    g/l

	Solids Content
	Mass ratio:      %
Volume ratio:      %
Add filter aids: Yes□  No□

Decolorization/filter aid type:         
	Material Flammable and Explosive
	Yes( Explosion-proof rating:      

No□

	Particle Name
	
	Particle Size
	
	Particle Specific Gravity
	

	Filtration Temperature
	
	Crystallization Temperature
	
	Viscosity
	

	Operating Pressure
	
	Inlet & Outlet Diameter
	
	Sealing Material
	

	Recover solids after separation □ Recover liquids after separation □    Recover both solids and liquids after separation □
	Housing Material
	

	Equip the filter with a thermal insulation jacket
	Yes□        Steam□    Water□    Other:      

If yes, pressure inside the jacket        temperature       
	No(

	Processing Volume
	Per kettle       m3, finish filtering each kettle in     hours,      kettles per day

	
	Filter     m3 per hour,      batchs per day.  Work continuously(   Work intermittently(

	Leftovers Requirements
	No leftover material in each batch□   Allow leftovers to be reused□

	Residual liquid can be returned to the original liquid tank
	Yes□     No□

	Wash the filter cake
	Yes□     With what kind of liquid/steam:        

At what temperature:
	No□

	Unloading Requirements
	Wet cake□   Dry cake□    Other requirements:

	Description of Other Conditions
	

	What kind of filtration equipment and specifications and models were originally used
	

	Filtration Area and Max Operating Pressure
	

	Cake Layer Thickness/volume
	

	Flaws
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